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- Senior alloy steel —.11
- High accuracy,High stability
- Small size ,Low profile

Easy to install
- Protected against corrosion by nickelplated treatment
- Suitable for testing machine,Assembly tools for small
components,dynamometer, etc.
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- AEEE. PR Specification BASH
- EERERBELIE Bs Model TFO2
CERFIREN. NEHNERTIE. WHitE =1 Capacity 0.5~10T (&%)
- AT IEFRREM WHEREE  Rated Output 1.0+0.005mV/N
TS Zero Balance +1%F.S
55 T ——— 0.05%F.S
‘ et Nonlinearity 0.05%F.S
Nl Hysteresis 0.05%F.S
F BEEM Repeatability 0.05%F.S
— RYEEZE  Temperature effect onoutput | <0.002%F.S/C
BELEE Temperature effect on zero <0.002%F.S/C
T/ERESERE Safe Temperature Range ~10°C ~+70C
(DRED: Hiinput fa: B IBEAMESEE Temperature Compensate -10°C ~+40C
@GREEN:  —input B — B TR Safe Overload 150%F.S
@WHITE: —output B —f58 LEPNEE Input Impedance 405Q+20 Q
@YELLOW:  +output e, +58 Lentan]Ek 7 Output Impedance 350Q+3 Q
it gk Insulation Resisance =5000 MQ (50VDC )
® -HEXG (RED) Gan) HEFYREEE Rated Excitation 5~12VDC
PP Protection grade P66
® —EXC(GREEN) (4 FREE]
ol & SEHE Cable Color code e )
® +SIG(YELLOW) (&) ZEYellow(+S)
e’ e sHiELD EWhite (-S)




