TLO7 #B/NEIE

Dimensions

30

Features

- Single point load cell

- Senior alloy steel

- Protected against corrosion by nickelplated
treatment

- Easy to install

- High accuracy,High stability

- Suitable for tank-packing scales, belt
scales and batching systems, etc.

- BRE

- EREENMER

- REERHELIE

- BREE. RE

- BEE SRER

ST RET. RS

Schematic
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Leno

HE Model TLO7
BiE Capacity 0.2~50Kg ( TJi& )
EHHREE Rated Output 2.0+ 0.005MvNV
F Zero Balance +1%F.S
Lot Creep after 30 minutes +0.02%F.S
JEERIE Nonlinearity +0.02%F.S
iwhE Hysteresis +0.02%F.S
E3-113 Repeatabilty +0.02%F.S
SEHESE  Temperature effect onoutput | <0.002%F.SIC
Trime Temperature effect on zero | <0.002%F.S/C
T{EBESEE Safe Temperature Range -10T ~+70C
IBEIMEEE Temperature Compensate -10TC ~+40T
LZEHE Safe Overload 150%F.S
PR Input Impedance 405Q +20 Q
Lt UZE ) Output Impedance 350Q+3 Q
ECE Iz Insulation Resisance =5000 M@ (50VDC)
EFMEEE Rated Excitation 5~12vDC
PP Protection grade P66
fTRed(+E )

. FGreen(-E )

SLELEE Cable Color code BV elow(+S)
BWhite (-S)

Load Direction




